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SECTION 122413

ROLLER W NDOW SHADES

PART 1- GENERAL

1.1

A.
B.

1.2

I & mm

1.3

>

D.

SUMVARY

This Section includes roller shades and motorized s

See Division 26 Sections for electrical service and
motorized shade operation.

SUBM TTALS

Product Data: For each type of product indicated.

Shop Drawings: Include plans, elevations, sections,
installation, operational clearances, wiring diagra
adjoining Work.

Verify dimensions by field measurements before fabr
measurements on Shop Drawings.

Coordination Drawings: Drawn to scale and coordinat
ceiling-mounted items.

Samples: For each exposed finish and for each color
Window Treatment Schedule: Use same designations in
Drawings.

Maintenance data.

QUALI TY ASSURANCE
Installer Qualifications: Fabricator of products.

Fire-Test-Response Characteristics: Provide product
resistance testing according to NFPA 701 by a testi
authorities having jurisdiction.

Electrical Components, Devices, and Accessories: Li
defined in NFPA 70, Article 100, by a testing agenc
authorities having jurisdiction, and marked for int

Comply with WCMA A 100.1.

PART 2 - PRODUCTS

2.1

A.

ROLLER SHADES

Products: Subject to compliance with requirements.
201. Provide product to meet or exceed those manufa
shade Co.

Shade Band Material: PVC-coated polyester
1. Colors: As selected by Architect from manufacturer’

Rollers: Electrogalvanized or epoxy primed steel or

of diameter and wall thickness required to support
components of operating system and the weight and w
material without sagging; designed to be easily rem

122413 -1

January 22, 2014
Issued for Bid
Project No. 542-CSI-203

hade operators.

connections for

details, details of
ms, and relationshipto

ication and indicate
ing penetrations and

and texture required.
dicated on

s passing flame-
ng agency acceptable to

sted and labeled as
y acceptable to
ended use.

See drawing AF-
ctured by Mecho-

s full range

extruded-aluminumtube
and fit internal
idth of shade band
ovable from support



Coatesville VAMC
Renovate Building 69
Coatesville, PA 19320

2.2

2.3

brackets.  Provide capacity for two roller shade ban

Direction of Roll: Regular, from back of roller.

Mounting Brackets: Fasciaend caps, fabricated from
fascia or headbox.

Fascia: L-shaped, formed-steel sheet or extruded al
returned or rolled; continuous panel concealing fro
roller, brackets, and operating hardware and operat
for access.

Pocket-Style Headbox: U-shaped, formed-steel sheet
longedgesreturnedorrolled;withabottomcover

of minimum dimension to allow lowering and raising

or an openable, continuous metal

access panel concealing shade roller, brackets, and
and operators within.

Bottom Bar: Steel or extruded aluminum, with plasti
Provide concealed, by pocket of shade material, in

Mounting: Wall extension brackets.

RCLLER SHADE FABRI CATI ON

Unit Sizes: Obtain units fabricated in sizes to fil
openings as follows, measured at 74 deg F:

1. ShadeUnitsInstalledbetween(Inside)Jambs:Edge
1/4 inch from face of jamb. Lengthequaltoheadto
of opening in which each shade is installed.

2. Shade Units Installed Outside Jambs:  Width and leng
with terminations between shades of end-to-end inst
centerlines of mullion or other defined vertical se
openings.

Installation Brackets: Designed for easy removal an
shade, for supporting fascia, roller, and operating
hardware position and shade mounting method indicat

Installation Fasteners: Nofewerthantwofasteners
from metal noncorrosive to shade hardware and adjoi
designed for securing to supporting substrate; and
accessories under conditions of normal use.

MOTORI ZED ROLLER SHADE OPERATORS

General: Provide factory-assembled motorized shade
designed for lifting shades of type, size, weight,

operation frequency indicated. Include wiring from
motors. Coordinate operator wiring requirements and
characteristics with the building electrical system

Comply with NFPA 70.

Control Equipment: Comply with NEMA ICS 1, NEMAICS
NFPA 70, Class 2 control circuit, maximum 24-V ac o

Electric Motors: UL-approved or -recognized, totall
motor, complying with NEMA MG 1, with thermal-overl
permanently lubricated bearings, and limit switches
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manufacturer to start and operate size and weight o
service factor or considering Project's service con
exceeding hameplate ratings.

1. Service Factor: According to NEMA MG 1, unless othe
2. Motor Characteristics: Single phase, 110 V, 60 Hz.
3. Motor Mounting: Within manufacturer's standard roll

E. RemoteControls:ElectriccontrolswithNEMAICS6,
or flush mounting. Keyed switch.

F. Limit Switches: Adjustable switches, interlocked wi
settoautomaticallystopshadeatfullyraisedand

PART 3 - EXECUTION

3.1 ROLLER SHADE | NSTALLATI ON

A. Install roller shades level, plumb, and aligned wit
accordingtomanufacturer'swritteninstructions, a
is not closer than 2 inches to interior face of gla
clearances for window operation hardware.

B. Connections: Connect motorized operators to buildin

C. Adjust and balance roller shades to operate smoothl
free from binding or malfunction throughout entire

D. Cleanrollershadesurfacesafterinstallation,acc
written instructions.

3.2 DEMONSTRATI ON

A. Engage a factory-authorized service representative
maintenance personneltoadjust, operate,andmaint
to Section 010000 General Requirement.

---END---
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